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14.4 Volt Cordless Driver Drill 

DS14DMR 



The new DS14DMR is the most advanced 14.4 Volt 
Driver Drill in the world. With features such as an 
externally replaceable carbon brush, replaceable ar- 
mature, 2-piece rare-earth magnet motor, high capac- 
ity 2.0 Ah batteries, and a 5-position belt hook with 
integrated LED job light, the DS14DMR dominates the 
competition. Combine these features with an aggres- 
sive new design and the power to back it up - 450 
in/lbs of torque, and you get a drill that is unmatched 
in quality, durability, and performance. 

Features include: 

• 2-piece rare earth magnet motor for greater 
durability and increased performance 

• Class leading 450 in/lbs of torque to power 
through the toughest jobs 

• High capacity 2.0 Ah batteries allow for longer 
run time and fewer battery charges 

• 22-stage ratcheting slip-clutch for high torque 
and/or precision driving 

• Externally accessible carbon brush for quick 
and easy brush changes 

• Convenient 5-position belt hook features an 
integrated amber LED work light 

• Heavy-duty aluminum clutch ring adds to the 
DS14DMR's durability 

• Compact and lightweight - only 9.33" in length 
and 5.29 lbs. 




STANDARD ACCESSORIES 


2 Ah Battery (X 2) 


EB14B 


Quick Charger 


UC14YFA 


Side Handle 


323001 


Carrying Case 


TBD 


Driver Bit 


983006 



Competitive Information 



Make 


HITACHI 








Model 


DS14DMR 


A 


B 


C 


Max Torque 


450 in/lbs 


398 in/lbs 


336 in/lbs 


415 in/lbs 


No-Load RPM 


0-400/1600 


0-450/1400/1800 


0-400/1300 


0-400/1600 


Metal Clutch Ring 


Yes 


Yes 


Yes 


Yes 


Replaceable Carbon Brush 


Yes 


Yes 


Yes 


Yes 


Externally Accessible Carbon Brush 


Yes 


No 


Yes 


No 


Chuck Size 


1/2" 


1/2" 


1/2" 


1/2" 


Ratcheting Chuck 


Yes 


Yes 


No 


Yes 


Rare-Earth Magnet Motor 


Yes 


No 


No 


No 


Spindle Lock 


Yes 


Yes 


No 


Yes 


Soft Grip Handle 


Yes 


Yes 


No 


Yes 


Belt Hook 


Yes 


No 


No 


No 


Battery 


2.0 Ah 


1.4 Ah 


2.6 Ah 


2.0 Ah 


Overall Length 


9.13 in 


9.96 


10.04 


10.63 in. 


Weight 


5.29 lbs 


5.25 lbs 


5.18 lbs 


6.4 lbs 



Specifications: 




Description 


14.4 Volt Driver Drill 


Chuck Size 


1/2" 


Drilling Capacity - Wood 


2" 


Max Torque 


450 in/lbs 


No-Load Speed 


0-400, 0-1500 


Clutch Stages 


22 


Tool Length 


9.33 in 


Tool Weight 


5.29 lbs 


Bit Holders 


2 


Spindle Lock 


Yes 


Battery Type 


NiCd 


Battery Ah 


2.0 


Charger - Volts Accepted 


7.2 -14.4V 


Charging Time 


2.0 Ah = 50 min. 
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